Hearing aid checks
· Remove aids from ears. 
· Check for wax and condensation.  
· Remove wax using pick and wipes[image: https://encrypted-tbn3.gstatic.com/images?q=tbn:ANd9GcRzGUIWAXSG7QNBZiMCwrF-mX1_d9BctOhFyhNH0KW3_rcsPn7eJVtkBjE:btckstorage.blob.core.windows.net/site7482/Hearing%2520Aid%2520Maintenance%2520Kit.gif] (Pick – grey with brush – use hook end to remove wax.
· Detach tubing and mould and use puffer to remove condensation. (Green in picture) 
· Re-attach tubing to hearing aid – ensure correct mould with correct hearing aid – small coloured dots on bottom of aid – red for right and blue for left.  If audio shoes and receivers [image: http://www.ndcs.org.uk/images/teaser/35679_R2_Lit.jpg][image: https://encrypted-tbn0.gstatic.com/images?q=tbn:ANd9GcSKTorqgppK947iCHWvXAzYzfs1VZABiX1UtPuGf6uPI_eqkUbevw] are attached to hearing aids they will need to be removed to check dots. 
· To check if hearing aid is working close hearing aid battery compartment and hold in hand for a few seconds.  If it is working it will beep and make noise.  If not it won’t make any noise at all.
· Listen for distortion through stetoclips. 
· [bookmark: _GoBack]To change battery see change battery instructions – take orange sticker off battery and leave for a few seconds before putting into hearing aid as they are air-activated.  Check it is working as before. 
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